
Balblair Wind Farm

AI Technical Appendix 6.2 - Figures 6.2.1 to 6.2.6 

Residential Visual Amenity Assessment 

Balblair Wind Farm: Additional Information Report
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Balblair	Wind	Farm

Notes:
This	map	contains	data	from	the	following	sources:	
Ordnance	Survey	(2026)
Coordinate	System:	British	National	Grid	Projection:	Transverse	Mercator
Datum:	OSGB	1936
Units:	Metres
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01 10/05/2026 DGAdditional	Information DG -

Property	Number Name Financial	Status
1 Coirshellach Involved
2 Achuan Uninvolved
3 Ausdale Uninvolved
4 Craigton Involved
5 Reidbreac Uninvolved
6 Badbog Uninvolved
7 Clasbhan Uninvolved



AI Technical Appendix 6.2 - Residential Visual Amenity Assessment -  Comparative Cumulative Wirelines

Balblair Wind Farm Additional Information Report

OS Reference: E261475 N895254
Ground level: 230 m (AOD)
Viewpoint height: 1.5m
Distance to nearest turbine: 1,471m (T7)
Bearing to centre of wireline: 5.3°
Angle of view: 90° (cylindrical)

OS Reference: E261475 N895254
Ground level: 230 m (AOD)
Viewpoint height: 1.5m
Distance to nearest turbine: 1,471m (T7)
Bearing to centre of wireline: 5.3°
Angle of view: 90° (cylindrical)

AI Figure 6.2.2 - Property 1 - Coirshellach (Financially Involved) - Revised Layout

Property 1 - Coirshellach (Financially Involved) - EIA Layout

KEY:

KEY:

Proposed Balblair Wind Farm  Scoping Schemes

Proposed Balblair Wind Farm



AI Technical Appendix 6.2 - Residential Visual Amenity Assessment -  Comparative Cumulative Wirelines

Balblair Wind Farm Additional Information Report

Property 3 - Ausdale - EIA Layout

AI Figure 6.2.3 - Property 3 - Ausdale - Revised Layout

OS Reference: E262642 N895670
Ground level: 181.7 m (AOD)
Viewpoint height: 1.5m
Distance to nearest turbine: 1,353m (T6)
Bearing to centre of wireline: 326.5°
Angle of view: 90° (cylindrical)

OS Reference: E262642 N895670
Ground level: 181.7 m (AOD)
Viewpoint height: 1.5m
Distance to nearest turbine: 1,353m (T6)
Bearing to centre of wireline: 326.5°
Angle of view: 90° (cylindrical)

KEY:

KEY:

Proposed Balblair Wind Farm  Schemes In Planning

Proposed Balblair Wind Farm  Consented Schemes  Schemes In Planning  Scoping Schemes



AI Technical Appendix 6.2 - Residential Visual Amenity Assessment -  Comparative Cumulative Wirelines

Balblair Wind Farm Additional Information Report

OS Reference: E262743 N896145
Ground level: 181.7 m (AOD)
Viewpoint height: 1.5m
Distance to nearest turbine: 1,006 m (T6)
Bearing to centre of wireline: 313°
Angle of view: 90° (cylindrical)

OS Reference: E262743 N896145
Ground level: 181.7 m (AOD)
Viewpoint height: 1.5m
Distance to nearest turbine: 1,006 m (T6)
Bearing to centre of wireline: 313°
Angle of view: 90° (cylindrical)

AI Figure 6.2.4 - Property 4 - Craigton (Financially Involved) - Revised Layout

Property 4 - Craigton (Financially Involved) - EIA Layout

Proposed Balblair Wind Farm  Scoping Schemes

Proposed Balblair Wind Farm

KEY:

KEY:



AI Technical Appendix 6.2 - Residential Visual Amenity Assessment -  Comparative Cumulative Wirelines

Balblair Wind Farm Additional Information Report

Property 5 - Reidbreac - EIA Layout

AI Figure 6.2.5 - Property 5 - Reidbreac - Revised Layout

OS Reference: E263575 N896423
Ground level: 180.6 m (AOD)
Viewpoint height: 1.5m
Distance to nearest turbine: 1,412 m (T3)
Bearing to centre of wireline: 287°
Angle of view: 90° (cylindrical)

OS Reference: E263575 N896423
Ground level: 180.6 m (AOD)
Viewpoint height: 1.5m
Distance to nearest turbine: 1,412 m (T3)
Bearing to centre of wireline: 287°
Angle of view: 90° (cylindrical)

Proposed Balblair Wind Farm   Operational Schemes   Schemes In PlanningKEY:

KEY: Proposed Balblair Wind Farm  Operational Schemes  Consented Schemes  Scoping Schemes



AI Technical Appendix 6.2 - Residential Visual Amenity Assessment -  Comparative Cumulative Wirelines

Balblair Wind Farm Additional Information Report

OS Reference: E264049 N896375
Ground level: 181.7 m (AOD)
Viewpoint height: 1.5m
Distance to nearest turbine: 1,843 m (T3)
Bearing to centre of wireline: 287°
Angle of view: 90° (cylindrical)

OS Reference: E264049 N896375
Ground level: 181.7 m (AOD)
Viewpoint height: 1.5m
Distance to nearest turbine: 1,843 m (T3)
Bearing to centre of wireline: 287°
Angle of view: 90° (cylindrical)

AI Figure 6.2.6 - Property 7 - Clasbhan - Revised Layout

Property 7 - Clasbhan - EIA Layout

KEY:

KEY:

Proposed Balblair Wind Farm  Scoping Schemes

Proposed Balblair Wind Farm


