EXISTING GROUND

VERGE TO ACCOMMODATE

BERMSllF REQUIRED-SOOm{n (MAX) 4,500mm MIN

VERGE TO ACCOMMODATE

. . BERMS IF REQUIRED-500mm (MAX)

T |
Q

NN
\\\\\\\\\

4

] T /.I'""J e

- oo
10:02020202050205 620 9295 9-9:0-0 9200
OSSR KR RRRRIK I RKRR

N

Oy -

ol llllllllll ’

INDICATIVE RADIAL CABLE TRENCH
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LAYER 3:IF REQUIRED, IMPORTED 6F1 MATERIAL IN ACCORDANCE WITH CLAUSE 613
VOLUME 1 SPECIFICATION FOR HIGHWAY WORKS

LAYER 2:600mm MIN. OF CLASS 6F2 FILL MATERIAL IN ACCORDANCE WITH CLAUSE 613 OF
VOLUME 1 OF THE SPECIFICATION FOR HIGHWAY WORKS.

LAYER 1:CLASS 6B GRANULAR FILL (WHERE REQUIRED)
GLACIAL TILL/WEATHERED ROCK

INDICATIVE ACCESS TRACK SECTION
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TYPICAL FLOATING TRACK
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Balblair Wind Farm

Figure 2.6:
Indicative Track Details
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